Residual, (S/m)

SEA-BIRD ELECTRONICS, INC.

13431 NE 20th Street, Bellevue, Washington, 98005-2010 USA
Phone: (425) 643 - 9866 Fax (425) 643 - 9954 Email: seabird@seabird.com

SENSOR SERIAL NUMBER: 6353

CALIBRATION DATE: 22-Oct-10

COEFFICIENTS:

g = -1.012062e+000
= 1.503779e-001

= 3.743850e-005

h
i = -2.119117e-004
]
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f = INST FREQ / 1000.0
Conductivity = (g + hf +if > +jf ") / (1 + 8t + ep) Siemens/meter

O U U D W IN

BATH SAL BATH COND
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SBE19plus CONDUCTIVITY CALIBRATION DATA
PSS 1978: C(35,15,0) = 4.2914 Siemens/meter

CPcor = -9.5700e-008

CTcor = 3.2500e-006
INST FREO INST COND RESIDUAL
(Hz) (Siemens/m) (Siemens/m)
2596.82 0.0000 0.00000
5153.08 2.9785 0.00000
5347.19 3.2858 -0.00000
5924.60 4.2682 -0.00000
6114.40 4.6135 -0.00000
6409.006 5.1718 0.00001
6672.56 5.6939 -0.00001
6854.20 6.0664 0.00000

t = temperature[°C)]; p = pressure[decibars]; = CTcor; € = CPcor;

Residual = instrument conductivity - bath conductivity

Date, Slope Correction

22-Aug-09 0.9997730
22-Oct-10 1.0000000
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